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Spec Sheet

Updated: 9/21/2016 9:24:58 AM  -  Revision:  1
Order #:
SS001350

Serial #:
SS001350

International:  N
Customer:
MILLER BREWING - EDEN NC




	Mech Engineer
	NONE
	Elec Engineer
	NONE

	Configurator
	NONE
	Model
	S3500               

	C/R Date
	7/13/1998 12:00:00 AM
	Ship Date
	Xshipdatex


	Stretch Specifications
	

	Loads per Hour
	75

	 
	 

	Global Parameters
	

	Machine Description
	S3500 110-30RC-30PH-RVS-MODICON-460V

	Product
	BEER: BOTTLES & CARTONS

	Color
	STD

	Power Schematic
	30019937

	Control Schematic
	30019938

	Panel Layout
	30019940

	Logic
	SS001024

	PLC Type
	MOD 984-145

	Voltage (V)
	460

	Frequency (Hz)
	60

	Amperage
	20

	Full Load Amperage
	     0

	 
	 

	Stretch Specifications
	

	Pass Height
	30

	Maximum Film Size
	30

	Film Stretch %
	200

	Min Load Size LxWxH
	39 x 32 x 77

	Max Load Size LxWxH
	41 x 34 x 82

	 
	 

	Global Parameters
	

	Floorplan
	30013940

	 
	 

	Stretch Specifications
	

	Variant
	SS001350

	Pallet Height
	6

	Pallet Wrap
	2-3

	Top Lead Count
	2

	Bottom Lead Count
	2

	Enclosure Layout
	30021329

	UL Number
	AJ-785992

	PRS Schematic
	NA

	 
	 

	S Automatic Specs
	


Turntable Diameter
70

Product Flow
RVSConveyor Detail:

Load and Substrate Detail:

	USLength
	USWidth
	USHeight
	USWeight
	Volumn
	Stacking Pattern
	LoadStabiliy
	

	
	Pallet Type
	USLength
	USWidth
	USHeight
	Slipsheet
	Slaveboard
	Slipsheet Where Folded

	
	
	
	
	
	
	
	


Spec Sheet:
SS001350
Notes:

**THIS IS A REPEAT ORDER OF SS1157, ACCEPT THE LOADS PER HOUR IS 75 ON SS1157 IT WAS 65.  FOR FLOOR SUPPORT CONTACT G. NEWELL FOR MECHANICAL & R. CORBETT FOR ELECTRICAL.

1)  ALL J-BOXES TO BE STEEL W/ALLEN BRADLEY 1492-W10 TERMINAL BLOCKS-NO PLASTIC BOXES!!

EXTRA 12"x10"x5" J-BOX TO BE MOUNTED TO BASE FOR TERMINATING ALL SLIP RING, HOME PROX & WRAP ARM ROTATION DRIVE MOTOR CONNECTIONS. 10x8x6 SCREW COVER J-BOX W/PANEL PLATE TO BE USED FOR MAST J-BOX W/TERMINALS.12"x6" STEEL J-BOX ON ROLL CRG INSTEAD OF PLASTIC WITH TERMINAL BLOCKS. MOUNT J-BOX TO CRG WITH SPECIAL BRACKET. USE EXTRA 8X6 J-BOX W/TERMINALS AT LEG AWAY FROM CLAMP SIDE FOR TERMINATING WRAP ARM ROTATION MOTOR AND TRANSITION PC & VALVE FROM THIS LEG.

2)  T&B RING TERMINALS FOR MOTOR & SOLENOID CONNECTIONS W/BRASS SCREWS & NUTS.

3/4" MINIMUM RIGID GALVANIZED CONDUIT W/T&B FLEX CONDUIT, T&B IS TO BE USED IN PLACE OF SEALTITE. MEYER'S SCRUTITE HUBS AT ALL CONDUIT ENTRIES INTO ENCLOSURES. USE RIGID GALVANIZED ON TOP FRAME AND GOING UP/DOWN LEGS.

MULTI-PIN CONNECTORS ONLY AT BOTTOM OF ENCLOSURE & AT SLIP RING TO MAST J-BOX CONNECTION.

3)  ALLEN BRADLEY 1492-W10 TERMINAL BLOCKS IN LIEU OF STD WAGO.

4)  MICRO LIMIT & PROX SWITCHES IN LIEU OF STD.

5)  LOW FILM SENSOR W/ 3-COLOR BEACON.

6)  TRI-BEAM PALLET HEIGHT SENSING.

7)  DRIP PANS TO BE INSTALLED UNDER THE WRAP ARM ROTATION & ROLL CARRIAGE LIFT REDUCERS.

8)  9KVA XFMR TO BE MOUNTED TO THE TOP OF THE ENCLOSURE.  SEE ENCLOSURE DWG

9)  72"x48"x12" FREE STANDING ENCLOSURE TO BE LOCATED AT STD LOCATION (NOT REMOTE).

10)  WIRE & DEVICE #'S TO MATCH I/O NUMBERS.

11)  AUTO AIR DUMP & SLOW START VALVES TO BE MOUNTED TO THE PLATE PROVIDED AND LOCATED ON FENCE NEXT TO STANDARD VALVES.

12)  LOAD STAGING PC TO BE MOUNTED TO FENCING AS SHOWN ON FLOORPLAN.  LOAD STAGING PC TO BE TERMINATED IN J-BOX CALLED OUT IN KIT.  J-BOX TO BE MOUNTED TO THE FENCE.

13)  LANYARD TO BE MOUNTED TO FENCING W/BRACKET PROVIDED OPPOSITE CONTROL BOX SIDE NEAR LEG.

14)  ADDITIONAL REMOTE E-STOP TO BE SHIPPED LOOSE W/MACHINE.  *************END***********


